
TECHNISCHE  DATEN

Type Max. Durchfluss Nominal Durchfluss Anschluss Druck Stück Filter-

Max element

Nm 3/h Scfm Nm 3/h Scfm - bar

CDF-15-00 20 12 15 9 1/4" GAS 16 1 CDF-15

CDF-30-MD 40 24 30 18 1/4" GAS 16 1 CDF-30

CDF-60-MD 70 42 60 36 3/8" GAS 16 1 CDF-100

CDF-100-MD 120 72 100 60 1/2" GAS 16 1 CDF-100

CDF-180-MD 220 132 180 110 3/4" GAS 16 1 CDF-180

CDF-290-MD 330 198 290 170 1" GAS 16 1 CDF-290

CDF-460-MD 500 300 460 270 1 1/4" GAS 16 1 CDF-460

CDF-610-MD 680 408 610 360 1 1/2" GAS 16 1 CDF-610

CDF-930-MD 1,000 600 930 550 2" GAS 16 1 CDF-930

CDF-1050-MD 1,300 780 1,050 620 2 1/2" GAS 16 1 CDF-1050

CDF-1500-MD 1,600 960 1500 900 DN80 PN16 16 1 CDF-1400

CDF-2200-MD 2,300 1,380 2200 1,320 DN80 PN16 16 2 CDF-1400

ACF-1500-00 1,600 960 1,500 900 DN 80 16 1 CDF-1400

ACF-2200-00 2,300 1,380 2,200 1,320 DN 80 16 2 CDF-1400

ACF-3750-00 3,750 2,280 3,600 2,160 DN 100 10 3 CDF-1250

ACF-5800-00 6,000 3,600 5,800 3,480 DN 150 10 6 CDF-1400

ACF-8600-00 8,800 5,280 8,600 5,160 DN 150 10 8 CDF-1400

ACF-14000-00 14,500 8,700 14,000 8,400 DN 200 10 12 CDF-1400

ACF-19200-00 19,500 11,700 19,200 11,520 DN 250 10 16 CDF-1400

ACF-22000-00 22,500 13,500 22,000 13,200 DN 250 10 20 CDF-1400

ACF-33000-00 33,600 20,160 33,000 19,800 DN 300 10 30 CDF-1400

Korrekturfaktor für spezielle Eingangsdrücke, multiplizieren Sie die Druchflußwerte in der obigen Tabelle mit dem Korrekturfaktor

Eingangsdruck in bar 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16

Korrekturfaktor 0.38 0.53 0.65 0.75 0.80 0.90 1 1.10 1.15 1.20 1.25 1.30 1.35 1.40 1.45 1.50




